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Adobe Acrobat Reader 
Troubleshooting Guide 

If you can read this page, your Acrobat Reader program is working correctly! 
But you may still have problems or specific issues, such as printing and 
saving your downloadable file. 

My printer won’t print the text correctly 

Almost all printing problems are due to not enough free system resources 
memory. The files are very memory intensive because they include graphics, 
text, and photos. Close all other programs/applications and print directly out 
of the Acrobat Reader program, not your Web browser. 

Patterns are not printing full-size 

Make sure your printer is set to print at 100 percent, "print to fit" is not 
checked and "page scaling" is set to "none". These settings are selected in 
the printer setup or printer options. 

I can’t find my file now that it’s downloaded 

Rather than viewing the plan in your browser, you must save it to your hard 
drive. Download the file again, except this time try right-clicking on the red 
download button. A menu window will open. Select "Save target as" or 
"Save link as" to save the file to your hard drive. Once saved, you can open it 
up with Adobe Acrobat Reader. 

For more details on using Adobe Acrobat Reader please 
visit our online help section at: 

woodmagazine.com/adobe 
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GREAT PROJECTS MADE SIMPLE. 


With attractive shelves this easy to make, 
you'll soon fill rooms with decorative displays 


WHAT YOU'LL NEED 



■ Materials: oak plywood, 3 / 4 x 3 " 

oak, 2!/4"-wide oak crown molding, ll/s" 
oak plywood cap molding. 

F riends who see these shelves will 
ask you two questions: "How are 
they supported?" (cleats) and "Can 
you make one for me?" (no problem). 
For variety, try the version on page 37. 

Cut and assemble the shelf 

I Cut the top (A) and bottom (B) to 
size [Materials List, page 36] from 3 A" 
plywood. Then, from 3 A" oak, cut the 
face (C) 2" longer than shown, and ends 
(D) 1" longer than shown. Miter one end 
of the front and each end piece. 



2 Apply painter's tape to the front 
edge and both ends of the bottom 
(B) to keep glue from sticking to it later. 
Mark centers of the untaped edge on the 
bottom and one edge of the top (A). 



Squeeze the miters together while you mark 
where to cut the end (D) even with the back 
edge of the bottom (B). 


Align the center marks with the edges 
flush and clamp both parts to your 
workbench [Photo A]. 

Hold the face (C) against the taped 
edge of the bottom (B) and one end 



Place the mitered end of the face (C) against 
the opposite corner of the bottom (B) while 
marking the second miter's location. 
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EXPLODED VIEW 


#8 x 2" F.H. wood screw 
angled about 10°. 

v 


#8 x 3" F.H. wood screw 
into wall stud 


9 /l6 X 1 Vs" 

plywood cap 



214" crown 


SHOP TIP 


Give your pencil point 
knife-edge precision 

When the width of your pencil line 
makes a difference between tight and 
not-so-tight miters, don't settle for 
heavy pencil marks. Mount 180-grit 
sandpaper on a flat surface and quickly 
sand the point to a chisel shape. 



la 


END PROFILE 
OF MOLDING 



(D) against a taped end of the bottom 
with their miters together. Mark and cut 
it flush with the bottom edge [Photo A]. 
(See the Shop Tip above for how to draw 
ultrafine marks.) 

With the face (C) and end (D) miters 
tight, mark the miter location at the 
other end of the face [Photo B] and miter- 
cut it to length. Now hold the miter on 
the oversize end piece against the front 
miter, mark it at the edge of the bottom 

(B) and cut it to length. 

Sand the face (C) and ends (D) to 180 
grit. Glue and clamp them to the top 

(A) [Drawing 1], using the bottom (B) as a 
guide. After the glue dries, pull out the 
bottom and peel off the tape. 

Cut long spacers (E) and short spac¬ 
ers (F) to size; then glue and clamp 
them to the bottom (B) and ends (D). 
After the glue dries, glue, center, and 
clamp the top (A) to the edges of the face 

(C) , ends, long spacers, and short spacers 
to complete the shelf assembly. 

Add the crowning touch 

1 Compare the dimensions of the 
crown molding with the dimensions 


shown [Drawing la]. Cut the front crown 
(G) and end crowns (H) about 4" over- 
long and miter one end of each. (Note 
the left and right end crowns.) For help 
mitering moldings, see "Cut safe, simple 
miters" on page 36. 

With the shelf assembly (A-F) upside 
down on your bench, tape the 
mitered ends of the front crown (G) and 
one end crown (H) [Photo C]. Then mark 
the end crown where it's flush with the 
end (D). Cut the end crown to length. 

As you did with the face (C) and end 

(D), mark and cut the front crown 
(G) and other end crown (H) to length. 
Glue and clamp the front crown and 
end crowns in position. 

Cut the end caps (I) and front cap (J) 
about 2" longer than shown. Then 
make a cap-mitering jig to fit your miter- 
saw. To do this, cut two 16"-long strips 
from 3 A" plywood scraps, one IV 2 " wide 
and the other 1W wide. Stack and glue 
the strips with their edges and ends 
flush, then cut miters on both ends. 
With the mitering jig on your saw 
[Photo D], miter one end of the left 
and right end caps (I) and the front cap 









(J). Butt the miters on one end cap and 
front cap, then mark the front cap length 
[Photo E]. Cut the front cap to length on 
the mitering jig [Photo F]. Now mark the 
end caps and cut them to length. Glue 
and clamp the end caps and front cap in 
position on the top (A). 



After mitering the front crown (G) to length, 
butt that against the end-crown (H) miter 
and mark the end crown length. 
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The two-piece jig holds the molding blank 
and backs up miter cuts. Alter the jig 
dimensions as needed to fit your molding. 



Hold the mitered opposite end of the front 
cap (J) flush with a corner of the top (A) and 
mark the wide portion of the cap. 



Line up the cut mark with the end of the cap¬ 
mitering jig, and rotate the workpiece onto 
the jig before making a cut. 


Mount the shelf 

After the glue dries, finish-sand 
parts to 180 grit. We applied 
Varathane Dark Walnut stain and two 
coats of satin wipe-on polyurethane. 
Cut a hanger cleat (K) to size, and 
mount it level on a wall using #8x3" 


screws reaching into studs. (Substitute 
drywall anchors, if necessary.) 

Temporarily hold the completed 
shelf against the wall-mounted 
hanger cleat (K) and drill three counter¬ 
sunk Vs" pilot holes through the top (A) 
and into the wall cleat (K). Angle the 





Cut safe, simple miters 


This method for cutting crown molding 
works as easy as 1-2-3 with no tricky 
mitersaw setups. 

Cut a 3"-wide piece of V2" MDF long 
enough to span your mitersaw table. 
Then apply pieces of double-faced tape 
to the underside of this support strip. 
With the crown molding angled 
upside down and its mounting edges 
against the mitersaw table and fence, 
attach a support strip to hold the crown 
molding in position (below left). 


Cut kerfs in the support strip at both 
45° angle settings and remove the 
center section. Lay the crown molding 
in position with the cut marks about Vs" 
from the support-strip miters to allow 
for the kerf width. Cut parts to size 
(below right). Note: When using a miter¬ 
saw this way, start the saw with the blade 
up, make the cut, then switch off the motor 
and allow it to stop before lifting the blade. 
This prevents a spinning blade from tossing 
small cutoffs. 





ATTACH A SUPPORT STRIP 

'w m ' \ 



When attaching the crown molding stop 
strip, apply double-faced tape so it adheres 
to the fixed outside edges of the mitersaw 
table, not the rotating part. 


CUT CROWN CONSISTENTLY 



When the crown molding doesn't extend 
along one side of the crown molding stop, 
add a spacer there to keep the spinning 
blade from moving the stop. 


drill bit slightly to help the chuck clear 
the wall. Touch up the stain and finish 
around the countersinks as needed. 
Then drive screws to install the shelf on 
the hanger cleat. Now gather up your 
display items and show them off along 
with your new shelf. 


Materials List 


Part 

FINISHED SIZE 

T W L 

Matl. 

Qty. 

A 

top 

3/ 4 " 

8" 

36" 

OP 

1 

B 

bottom 

3/ 4 " 

5%" 

3 OV 2 " 

OP 

1 

C* 

face 

3 / 4 " 

3" 

32" 

0 

1 

D* 

ends 

3/ 4 " 

3" 

6" 

0 

2 

E 

long spacers 

3/ 4 " 

2" 

30 y 2 " 

OP 

2 

F 

short spacers 

3/ 4 " 

2" 

3" 

OP 

2 

G* 

front crown 

7 /l6" 

2Va" 

34 5 / 8 " 

oc 

1 

H* 

end crowns 

7 /l6" 

2 1 / 4 " 

7 5 /l6" 

oc 

2 

1* 

end caps 

9 /l6" 

r/s" 

8 5 /l6" 

OPC 

2 

J* 

front cap 

9 /l6" 

IVs" 

36 5 /s" 

OPC 

1 

K 

hanger cleat 

3 / 4 " 

2" 

30" 

0 

1 


*Parts initially cut oversize. See the instructions. 


Materials key: OP-oak plywood, 0-oak, OC-oak 
crown molding, OPC-oak plywood cap 
Supplies: #8x2" flathead wood screws (3), #8x3" 
flathead wood screws (3). 


Cutting Diagram 



f Tkl 


vV 


=<D) 
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3 /4 x 7'A x 48" Oak (2.7 bd. ft.) 


7 /ie x 21/4 x 72" Oak crown molding 

: (D 0 © - 

9 /ie x 1 Vs x 72" Oak plywood cap 
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Build an even easier shelf 


2a 


END PROFILE 
OF MOLDING 



9 /l6 X 1 Vs" 

plywood cap 



CROWNLESS SHELF 
EXPLODED VIEW 


#8 x 3" F.H. wood screw 
into wall stud 


T o make a shelf without crown mold¬ 
ing, follow the same procedure as 
before with the following changes: 

■ Cut the top and bottom (A) the same 
size [Crownless Shelf Materials List]. 

■ Glue the front (B) and ends (C) to the 
bottom (A) [Photo G], then add the back 
spacers (D) and back (E) before gluing 
the top (A) in place [Drawing 2]. 

■ Glue and clamp end and front ply¬ 
wood caps (F, G) to the edges of both the 
top and bottom (A). ♦ 


GLUE ENDS, FRONT TO BOTTOM 



Both the front (B) and ends (C) mount flush 
with the top/bottom (A). Plywood caps (F, G) 
later will hide the exposed plywood edges. 


#8 x 2" F.H. wood screw 
angled about 10° 



9 /l6 X 1 Vs" 

plywood cap 



Crownless Shelf 
Materials List 


Written by Bob Wilson with Jeff Mertz 

Project design: Jeff Mertz 

Illustrations: Roxanne LeMoine; Lorna Johnson 


Cutting Diagram 







Part 

FINISHED SIZE 

T W L 

Matl. 

Qty. 

A 

top/bottom 

3/ 4 " 

8" 

36" 

OP 

2 

B* 

front 

3/ 4 " 

2" 

36" 

0 

1 

C* 

ends 

3/ 4 " 

2" 

8" 

0 

2 

D 

back spacers 

3/ 4 " 

2" 

5 3 /4" 

OP 

2 

E 

back 

3/ 4 " 

2" 

34V2" 

OP 

1 

F* 

end caps 

9 /l6" 

r/s" 

8 5 /l6" 

OPC 

4 

G* 

front caps 

9 /l6" 

r/s" 

36 5 /s" 

OPC 

2 

H 

hanger cleat 

3/ 4 " 

2" 

34" 

0 

1 


# 


Parts initially cut oversize. See the instructions. 


% x 24 x 48" Oak plywood 


<B> 


HP 



Materials key: 0-oak, OP-oak plywood, OPC-oak 
plywood cap. 

Supplies: #8x2" flathead wood screws (3), #8x3" 
flathead wood screws (3). 


% x 714 x 48" Oak (2.7 bd.ft.) 


9 /ie x 1 Vs x 48" Oak plywood cap 


In the opening photo: Better Homes and Gardens® Candle Holders and 
Better Homes and Gardens® Frames sold at Walmart®. 




9 /ie x 1 Vs x 96" Oak plywood cap 
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DVDs or downloads 

The biggest names in woodworking 
help you build your skills with 
affordable videos (up to 2 hours long). 
Save money by doing the download. 


FREE magazine support 24/7 

WOOD magazine editors provide 
videos that enhance the content in 
the magazine. New videos added 
regularly. 




By woodworkers, for woodworkers 

a Watch free videos of other 

woodworkers showing their stuff, 
from shop tips, to favorite jigs, to... 
well, just about anything! 




Watch a demo before you buy 


TOOL 

SCttOO 


Don't spend a penny on a tool until 
you learn how it works. Tool School is 
like having a free woodworking show 
on your desktop! 


WOODmagazine.com 


A wealth of information just a click away. 


toolreviews.woodmagazine.com 


Everybody’s a tool critic. Now it’s your turn! 



WOODmagazine.com speaks to woodworkers of all skill levels with 
free woodworking 
plans, helpful 
forums, hundreds 
of articles, and 
more services to 


help you become a 
better woodworker. 




Readers rely on WOOD magazine for unbiased reviews of 
woodworking tools 
and accessories. 

You'll find them here, 
all in one place. While 
you're there, add 
reviews about the 
tools in your shop. 

Just click to compare 
specs, prices, 
and more. 
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